
Square Spray Nozzles
SSXP

SSXP-HTPVC
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[Note] Appearance and dimensions may differ slightly depending on materials and

nozzle codes.

[Note] Appearance and dimensions may differ slightly depending on materials and

nozzle codes.

①Nozzle body ②Whirler ③C-ring

①Nozzle body ②Whirler
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86

➀
➁

➀
➁
➂

➀
➁

L
1

L
1

L
2

N

L
1

N

H H
N

øD

W

❸ Rc3/8 and over

❶ R1/8 ❷ R1/4

P.86: Rev. 1 (December 2020)

Pipe conn.
size R1/4

● One-piece structure with a press-fit X-shaped whirler. 
The size R1/4 standard models include a C-ring.

● Sizes R1/8–Rc1: S303
● Sizes Rc1*1/2 or larger: S316 (SCS14)
● Optional material: S316L (SCS16)

SSXP series

Structure

Material

● One-piece structure with a X-shaped whirler.

● HTPVC

● 3.1 g

SSXP-HTPVC series

Structure
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Pipe conn.

size

Mass (g)
S303
S316

DWG
No.

[Features]

●  Square full cone spray pattern with uniform distribution.
● Wide spray angle of 90–100° provides large spray

coverage.

● Square full cone spray pattern leaves no gaps in
multiple-nozzle arrangements.

● X-shaped whirler provides large free passage diameter,
minimizing clogging.

[Standard pressure]

SSXP series: 0.2 MPa
SSXP-HTPVC series: 0.15 MPa

[Applications]

Cleaning: Gas, incinerator fumes, machinery, eliminators, screen, tanks, 
             crushed stones, earth and sand

Cooling: Gas, machinery, tanks, steels
Spraying: Waste water treatment, foam breaking, fire extinguishing, dust suppression

[Spray pattern]

[Spray distribution]

SSXP series

SSXP-HTPVC series
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Square Spray Nozzles

SSXP/SSXP-HTPVC  series

SSXP series

SSXP-HTPVC series [1/4MSSXP1.5*65/4.5HTPVC]

Pipe conn. size

Pipe connection size

R1/8

Rc
3/8

Rc
1/2

Rc
3/4

Rc
1

Rc
1*1/2

Rc
2

Rc
2*1/2

Rc
3

R1/4

Spray
capacity

code

Spray
capacity

code

Spray angle (°) Spray capacity (  /min)

Spray angle (°) Spray capacity (  /min)

Spray angle (°) Spray capacity (  /min)

Mean
droplet

diameter
(μm)

Free
passage
diameter

(mm)

Mean
drop.
dia.
(μm)

Free
pass.
dia.

(mm)

Mean
droplet

diameter
(μm)

Free
passage
diameter

(mm)
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0.7
MPa

1
MPa

Please inquire or order for a specific nozzle using this coding system.How to order

①SSXP series (metal) ②SSXP-HTPVC series (plastic)

〈Example〉1/8M SSXP 020 S303

1/8M   SSXP   020   S303
1/4M SSXP 1.5*65/4.5 HTPVC

*"M" indicates male thread ("R" of the ISO standard) and "F" indicates female thread ("Rc" of the ISO standard), e.g. 1/8M = R1/8.

1/8M

3F

Pipe
 conn.
 size*

020

700

Spray
capacity

code

S303

S316

Material
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