
  

USAGE EXAMPLES

Edge wiper for steel surface treatment,

Blowing off dust/water under high temperatures

*Blowing width from 700 mm to 1,200 mm is available in double-entry type.

Boosts powerful air flow, taking in surrounding air.

Designed to have a uniform and efficient air flow.

Quiet operation producing solid stream of high impact air.

Available in 11 different sizes covering a blowing width ranging from 200 to 1,200 mm.*  

Nozzle tips are replaceable for easy maintenance and lower costs.

Use in tight spaces

Blowing manifold with wide, replaceable nozzle tips

TF-PF seriesTF-PF series

Long flat air nozzles

FEATURES

TF-PF-CD-2_200825E



  

Note: 

Spray orifices are designed to be 

placed off-center from the pipe. 

DRAWINGS

Double entry type (Connections at both ends)

Orifice dia. ø1.0

L₁
L₂

L₁
L₂

Orifice dia. ø1.0

■

■Specifications

Pipe diameter: Ø34 mm
*1 S304 represents stainless steel 304.

Note: 

1) Spray orifices are designed to be placed off-center from the pipe. 

2) To achieve uniform spray impact distribution, make sure to feed 

air supply from the two inlets, one at each end of the pipe.

 

Materials*1

1 Nozzle tip PPS

2 Pipe S304

3 Cap S304

4 Adaptor S304

5 Bolt S304

6 Seal washer S304, FKM

7 O-ring FKM

Components

Materials*1

1 Nozzle tip PPS

2 Pipe S304

3 Adaptor S304

4 Bolt S304

5 Seal washer S304, FKM

6 O-ring FKM

Components

Total

length L1

Length of

nozzle tips L2
0.1 MPa 0.3 MPa 0.5 MPa

200-80-010 200 80 2 327 209 950 1,100 2,200 3,300

300-120-010 300 120 3 431 313 1,300 1,600 3,300 4,900

400-160-010 400 160 4 536 418 1,600 2,200 4,300 6,500

500-200-010 500 200 5 640 522 1,900 2,700 5,400 8,100

600-240-010 600 240 6 745 627 2,200 3,300 6,500 9,700

Product code

R1

Effective

blowing width

(mm)

Outer dimensions (mm) Air consumption (L/min, Normal)
Pipe conn.

size

Number

of orifices

Number

of nozzle

tips

Mass (g)

Total

length L1

Length of

nozzle tips L2
0.1 MPa 0.3 MPa 0.5 MPa

700-280-010 700 280 7 831 731 2,400 3,800 7,600 11,400

800-320-010 800 320 8 936 836 2,700 4,400 8,700 13,000

900-360-010 900 360 9 1,040 940 3,000 4,900 9,800 14,600

1000-40-010 1,000 400 10 1,145 1,045 3,300 5,500 10,900 16,200

1100-440-010 1,100 440 11 1,249 1,149 3,500 6,000 11,900 17,900

1200-480-010 1,200 480 12 1,354 1,254 3,800 6,600 13,000 19,500

Number

of orifices

Number

of nozzle

tips

Outer dimensions (mm)

Mass (g)

Air consumption (L/min, Normal)

R1

Product code

Effective

blowing width

(mm)

Pipe conn.

sizes

Specifications

Pipe diameter: Ø34 mm
*1 S304 represents stainless steel 304.

Unit: mm

Unit: mm

Single entry type (Connection at one end)



     

    

OPERATING PRESSURE RANGE BLOWING PATTERN

HOW TO ORDER

1M TF-PF 200-80-010 PPS+S304

Pipe conn. size*² Series MaterialProduct code

Please order for a specific nozzle using this coding system.

Example) 1M TF-PF 200-80-010 PPS+S304

*2) “M” indicates male thread (“R” of the ISO standard), e.g. 1M = R1.

For a double entry type, the number of inlets (2) is indicated before the pipe connection size. 
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Air temperature (˚C)

Max. operating pressure: 0.4‒0.7 MPa

Max. allowable temperature: 40–80˚C

Max. operating pressure changes depending on the 

air temperature. Blue colored area indicates the 

operating pressure range. Use the nozzle within the 

operating range.  

BLOWING IMPACT DISTRIBUTION

■Measurement conditions
　Model: 1M TF-PF 300-120-010 PPS+S304 

　Blowing distance: 100 mm

■Measurement conditions
　Model: 1M TF-PF 300-120-010 PPS+S304 

　Blowing distance: 100 mm
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OPERATING AREA

         

Air pressure Blowing width W Thickness t

(MPa)   (mm) (mm)

0.1 320 50

0.3 325 50

0.5 330 50

W

t

Blowing distance

The blowing patterns with an air velocity of 5 m/s or 

more are measured.

■Single entry type ■Double entry type■Single entry type

■Double entry type

700-280-010

800-320-010

900-360-010

1000-400-010

1100-440-010

1200-480-010

200-80-010

300-120-010

400-160-010

500-200-010

600-240-010

1M

2-1M



AIR CONSUMPTION

Air consumption (L/min, Normal)

Air consumption (L/min, Normal)
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Daiichi Kyogyo Bldg., 1-15-15, Awaza, Nishi-ku, Osaka 550-0011, Japan

We have our branches and affiliate companies around the world—in China, USA, The Netherlands, Thailand, 

Indonesia, UAE, and more. Please see our website for the nearest contact.

https://www.kirinoikeuchi.co.jp/eng/company/location/

E-mail: overseas@kirinoikeuchi.co.jp   URL: https://www.kirinoikeuchi.co.jp/eng/   

Tel: 81-6-6538-4015   Fax: 81-6-6538-4022

Headquarters
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Single entry type

Double entry type

Blowing width

200 mm

1,100

2,200

3,300 9,700

6,500

3,300

6,6003,800

11,400

7,600 13,000

19,500

Connection at one end

Connections at both ends

Blowing width

600 mm

Blowing width

700 mm

Blowing width

1,200 mm


